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ECN. NO. REV. DATE DESCRIPTION CHANGE | APPD.
HMKXT x1_|08/03'2015 wHES /
BLACK 34.0 = L1 =
ENGRAVED WITH A MARK/B MARK,
guuus/ P/N AND WIRE VERSION DIFFERENT
BLUE 20 mm
1 F | 8 mm tinned
//  —
BLACK P2
B SIDE
gﬂmk
100 2
» | ©2.4,2x0.14mm*, TINNED COPPER,Teflon INSULATION,TPU JACKET
BLUE A SIDE |
1.Electrial Characteristics: L1 = 178mm tolerance +8mm/ -omm
1.1:Low level contact resistance:10milliohm Max. L2 = 178mm tolerance +8mm/ -omm
1.2:Directric withstanding voltage:500VAC. L3 = 1750mm tolerance +10mm/-Omm
1.3:Insulation resistance:20megaohm Min.
2.Mechanical Characteristics:
2.1:Durability:200cycle. A SIDE
3 Performance: PART NO. MARK NO. - o B SIDE
. tran, 6300.0005 A
3.2:Current rating: 2 BLUE | BLUE | BLUE
2Amps (®0.6pin and socket).
3.3:0peration femperu’rure:—25°t~+80°t.
4 Requirement:
L. 1:Enviromental pratection,accord ROHS 2.0. MAT'L: Hi I EEEREREE RA A
5.Applicable wire: N/A g‘ Shang hai Higo Electronic Technology Co., Ltd.
2 UNITS: TITLE: PART NO.
¢0.6 Contact:0.2mm“ MAX. mm 172 CABLE
6.Degree of protection: ’;* :5 ’; Z ——] —
X 0, X 2% | CHED:
IP66 in mated condition — W e— o= Scl\?/l-AE SI:EET REV.
1 | b 5 6 7 8 9 10




